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Risitherm Single-Coat Paint 9084

A
2. Perfor

RICKERT Risitherm Single-Coat Paint 9084 is a highly temperature resistant

corrosion protection coating. It cures completely at room temperature
without the usual energy-intensive stoving process for thermal coatings.

Temperature Resistance

e For all components subject to temperature loads (pipes, fittings,
process vessels, boilers, furnaces, heat exchangers etc.).

e Temperature resistant up to at least 300°C (constant stress).

Performance

e Drying and final curing at room temperature without additional heat
supply. Afterwards mechanically and chemically fully resilient.

¢ Realisation of significant savings in thermal energy.

e Application possible both in the production plant (coated parts are
ready for assembly and transport) as well as at the operation site
without stoving plant.

e Excellent application properties and surface quality.

Corrosion Protection

e 2-component single-coat paint with excellent adhesion -
can be used directly without prior primer coating.

e Long-term high-quality corrosion protection properties for interior and
exterior applications.
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RICKERT Risitherm Single-Coat Paint 9084

The combination of its properties makes it so exceptional:

¢ Excellent temperature resistance
Highly temperature-resistant 2-component single-coat paint for
components with high thermal load (dry heat up to approx. 300°C
[constant stress]).

e Drying and final curing at room temperature

Risitherm Single-Coat Paint 9084 cures at room temperature without
additional heat supply. Afterwards the system is mechanically and
chemically fully resilient.

Painted parts therefore are ready for assembly, transportable and
resilient without prior energy-intensive stoving process. This makes
the coating process much more flexible and economical. Risitherm
Single-Coat Paint 9084 can be applied both in the production plant as
well as at the operation site without stoving system.

¢ High-quality corrosion protection
From a dry film thickness of at least 150 ym, Risitherm Single-Coat
Paint 9084 offers long-term, high-quality corrosion protection for steel
components indoors and outdoors.

e Single-coat system
Adhesion and protection in a single working step. Can be used
directly without prior priming.

e Outstanding surface finish
Risitherm Single-Coat Paint 9084 has excellent flow characteristics
and forms a paint film with an exceptional high surface quality.

.. and in addition the excellent RICKERT service:

e Quick delivery service at short notice
e Can sizes individually adaptable

e Fine adjustment of the coating settings
to customer requirements

e On-site application and consulting
service
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Risitherm Single-Coat Paint 9084

Material description:

RICKERT Risitherm Single-Coat Paint 9084 is a sprayable 2-
component single-coat paint with a high temperature resistance
and excellent corrosion protection properties. It cures at room
temperature without additional heat supply. Afterwards the
system is mechanically and chemically fully resilient.

Designated use:

RICKERT Risitherm Single-Coat Paint 9084 is used when
particularly high demands on the temperature resistance and
corrosion protection of the coating system are made.

Functional coating for interior and exterior use on steel surfaces
without previous primer coating.

To achieve high-quality surfaces and excellent durability in the
course of normal stress.

Properties:

- temperature resistance up to approx. 300° C (constant stress)

- excellent protection against corrosion

- exceptional flow characteristics

- single-layer application without primer

- drying and final curing at room temperature without additional
heat supply

- good resistance to mechanical action and chemicals

Binder system:
Special silicone resins

Pigment system:
Aluminium / zinc

Solid content:
Approx. 59 wt. % in the finished mixture
(percentile is dependent on the shade)

Flash point:
Approx. 35° C (mixture)

Density:
Approx. 1,10 g / cm?® in the mixture
(percentile is dependent on the shade)

Temperature resistance:
Dry heat up to 300° C (constant stress)

Pot life:

The prepared mixture can be applied for approx. 6 hrs under
normal conditions.

Can size:

8 kg Risitherm Single-Coat Paint 9084 + 0,5 kg Risitherm
Hardener 89084; other can sizes by arrangement

Degree of gloss:
Matt

Shade:
white-aluminium

Coverage:

Approx. 4.0 m? / kg finished mixture with a resulting dry film
thickness of around 100 pm.

To achieve long-term high-quality corrosion protection
properties, a minimum dry film thickness of 150 pm is required.

Viscosity supplied:
Shear thinning

Storage:
Store in a cool and dry, yet frost-free, place

Mixing ratio:

16 parts by weight Risitherm Single-Coat Paint 9084
1 part by weight Risitherm Hardener 9084

Cleaning agent:
RICKERT PU Thinner 0045

Labelling and safety advice:
See safety data sheet

Surface preparation:

The surface must be properly prepared as well as being free
from cil, grease and dirt. Mill scale, rust and old coatings should
be removed completely by mechanical or chemical means. A
result comparable to the standard grade of cleanliness SA 2%
(DIN EN I1SO 12944) should be aimed for.

Very smooth surfaces (cold-rolled sheet metal, turned steel
surfaces, aluminium, and the like) should be abraded as far as
possible.

Galvanised surfaces should be cleaned by steam blasting if
need be or passivated with ammoniacal solution by using a
corundum plastic pad.

Detailed information is to be found in Information Sheets 5 and
6 of the Federal Committee for Paint and Protecting Agents
(BFS).

Application:

Combine both components in the correct mixing ratio and mix
thoroughly.

Note: RICKERT Risitherm Single-Coat Paint 9084 tends to
settle the metal pigments after a short interim storage and
should therefore be stirred for 5 minutes with a paddle mixer at
medium shear speed before application.

High-pressure spraying:

Apply coating in supplied viscosity undiluted with a 1.6 to 25
mm nozzle at 2 - 5 bar pressure.

Application conditions:

Object and ambient temperature should be at least 8° C. The
relative humidity should not exceed 85%. The optimum
application temperature is between 20° and 30° C

Drying:

RICKERT Risitherm Single-Coat Paint paint 9084 cures at room
temperature in combination with RICKERT Risitherm Hardener
a084.

Approximate values, determined at 20° C and approx. 100 pm
dry coat; deviating values lead to changed drying properties:

dust-dry: approx. 3% hrs T1
tack-free: approx. 6% hrs T3
touch dry: approx. 8 hrs T4
overcoatable: overnight air drying

At lower temperatures or higher film thicknesses, a longer
drying time must be taken into account.

Forced drying:
Forced drying is not recommended

Cleaning the equipment:
Clean with RICKERT PU Thinner 0045 immediately after use.

The purpose of this data sheet is to advise you. While all details
conform to the latest state of the art, we can accept no liability
for the results obtained during use, due to the variety of
applications and the different substrates involved.

The publication of this data sheet invalidates all previous data
sheets for this product.

Status: August 2021
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RICKERT GmbH & Co. KG

e Coatings e« Paints e Corrosion Protection Systems

Office: Robert-Bosch-Straflte 21
46397 Bocholt GERMANY

Contact: Tel.: +49 (0)2871/2508-0
Fax: +49 (0) 28 71/2508 - 22
E-Mail: info@rickert-bocholt.de
Web:  www.rickert-bocholt.de

RICKERT GmbH & Co. KG was founded in Bocholt / Westphalia in 1923. The main
area of the business activities is the development, production and sale of industrial
coating and corrosion protection systems.

The focus is on 2-component corrosion protection systems for metal coating of
gearboxes, machines, plant and vehicle constructions.

RICKERT industrial coating systems are used globally (e.g. China, India); short-term
availability on site is ensured primarily by a sales and production cooperation with a
globally active paint producer.

We offer a high level of performance and the advantages of a flexible, medium-sized
manufacturing company to our customers:

e Full range of high-quality paints and coatings for professional applications from our
own development and production.

e Colour-accurate production within extremely low tolerances and quick delivery
service even for small batches.

e On-site advice and fine adjustment of the qualities for optimal results.

® Flat hierarchies, short decision-making processes and flexible response to customer
requests.

e Of course, our company is certified according
to DIN EN 1SO 9001.
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